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INSTRUCTION 
MANUAL FOR 


RUGER® 
BOLT-ACTION SCOUT RIFLE 


The RUGER® HAWKEVE® LONG-RANGE TARGET ("LRT) and the RUGER® 
HAWKEVE* LONG-RANGE HUNTER (°LRH’ rifles have the same general 
‘operational characteristics as the RUGER® SCOUT rifle, However, each rifle has 


atonal features as described in the mantal inserts located a the back ofthis 
‘manual, Please refer to this RUGER® BOLT-ACTION SCOUT RIFLE instruction 
‘manal fr auitional information. 


— RUGGED, RELIABLE FIREARMS* — 


READ THE INSTRUCTIONS AND 
WARNINGS IN THIS MANUAL CAREFULLY 
BEFORE USING THIS FIREARM, 


© 38 Stan, ger Ca, ne 


‘This manual may not be reproduced in whole or in prt without the express written 
permlesion of Sturm, Ruger & Co, In 


For Service on This Model Please Call: 
(336) 949-5200 (See p. 34) 


WWW.RUGER.COM 
686-18 RIL 


State-By-State Warnings 


Certain states require by law that their own specified warning 
notices in larger-than-normal type be conspicuously included by 
the manufacturer, distributor or retailer with firearms sold in that 
state. Sturm, Ruger & Co., Ine. sells its products in compliance 
with applicable laws and regulations. Because our products may be 
sold in these states, we include the following: 


Californi: 


AWARNING 


“Firearms must be handled responsibly and securely stored to 
prevent access by children and other unauthorized users. California 
has strict laws pertaining to firearms, and you may be fined or 
imprisoned if you fail to comply with them. Visit the Web site of the 
California Attorney General at httpsif/oag.ca.govifirearms for 
information on firearm laws applicable to you and how you can 
comply. 


Prevent child access by always keeping guns locked away and 
unloaded when not in use. If you keep a loaded firearm where a child 
obtains and improperly uses it, you may be fined or sent to prison.” 


A ADVERTENCIA 


Las armas de fuego deben manipularse de manera responsable y 
segura para evitar el acceso de nifios y otros usuarios no autorizados. 
California tiene leyes estrictas relacionadas con armas de fuego, 
usted puede ser multado o encarcelado sino las cumple. Visite el sitio 
\web del Procurador General de California en 
|https://oag.ca.gov/firearms para obtener informacion sobre las leyes 
de armas de fuego que le son aplicables y cémo puede cumplirlas 


Alls nifios los atraen las armas de fuego y las pueden hacer funcionar. 
Ellos pueden causarses lesions graves v la muerte. Evite que los nitios 
tengan accesso a las armas de fuego guardéndolas siempre con lave y 
descargadas cuando no las esté utilizando. Si usted tiene un arma de 
fuego cargada en un lugar en que un nifio tiene acceso a ella y la usa 
indebidamente, le pueden dar una multa o enviarlo a la carcel 


Connecticut: 


“UNLAWFUL STORAGE OF A LOADED FIREARM MAY 
RESULT IN IMPRISONMENT OR FINE, 


Florid: 


“IT IS UNLAWFUL, AND PUNISHABLE BY 
IMPRISONMENT AND FINE, FOR ANY ADULT TO, 
STORE OR LEAVE A FIREARM IN ANY PLACE WITHIN 
‘THE REACH OR EASY ACCESS OF A MINOR UNDER 18 
YEARS OF AGE OR TO KNOWINGLY SELL OR 
OTHERWISE TRANSFER OWNERSHIP OR POSSESSION 
OF A FIREARM TO A MINOR OR A PERSON OF 
UNSOUND MIND. 


Maine: 


“ENDANGERING THE WELFARE OF A CHILD IS A 
CRIME. IF YOU LEAVE A FIREARM AND AMMUNITION 
WITHIN EASY ACCESS OF A CHILD, YOU MAY BE 
SUBJECT TO FINE, IMPRISONMENT OR BOTH. KEEP 
FIREARMS AND AMMUNITION SEPARATE. KEEP 
FIREARMS AND AMMUNITION LOCKED UP. USE 
‘TRIGGER LOCKS.” 


Maryland: 


“WARNING: Children can operate firearms which may cause 
death or serious injury. It is a crime to store or leave a loaded 
firearm in any location where an individual knew or should 
have known that an unsupervised minor would gain access to 
the firearm, Store your firearm responsibly!” 


Massachuset 


/ARNING FROM THE MASSACHUSETTS ATTORNEY, 
GENERAL: This handgun is not equipped with a device that 
fully blocks use by unauthorized users. More than 200,000 
firearms like this one are stolen from their owners every year in 
the United States, In addition, there are more than a thousand 
suicides each year by younger children and teenagers who get 
access to firearms. Hundreds more die from accidental 
discharge, It is likely that many more children sustain serious 
wounds, or inflict such wounds accidentally on others. In order 
to limit the chance of such misuse, it is imperative that you keep 
this weapon locked in a secure place and take other steps 
necessary to limit the possibility of theft or accident, Failure to 
take reasonable preventive steps may result in innocent lives 
being lost, and in some circumstances may result in your 
liability for these deaths.” 

“IT IS UNLAWFUL TO STORE OR KEEP A FIREARM, 
RIFLE, SHOTGUN OR MACHINE GUN IN ANY PLACE 
UNLESS THAT WEAPON IS EQUIPPED WITH A TAMPER- 
RESISTANT SAFETY DEVICE OR IS STORED OR KEPT IN 
‘A SECURELY LOCKED CONTAINER.” 


New Jersey: 


“IT IS A CRIMINAL OFFENSE TO LEAVE A LOADED 
FIREARM WITHIN EASY ACCESS OF A MINOR.” 


New York City: 


“THE USE OF A LOCKING DEVICE OR SAFETY LOCK IS 
ONLY ONE ASPECT OF RESPONSIBLE FIREARM 
STORAGE. FOR INCREASED SAFETY, FIREARMS 
SHOULD BE STORED UNLOADED AND LOCKED IN A 
LOCATION THAT IS BOTH SEPARATE FROM THEIR 
AMMUNITION AND INACCESSIBLE TO CHILDREN AND 
UNAUTHORIZED PERSONS.” 


North Carolina: 


“IT IS UNLAWFUL TO STORE OR LEAVE A FIREARM 
‘THAT CAN BE DISCHARGED IN A MANNER THAT A. 
REASONABLE PERSON SHOULD KNOW IS. 
ACCESSIBLE TO A MINOR.” 


Texas: 


“IT IS UNLAWFUL TO STORE, TRANSPORT, OR 
ABANDON AN UNSECURED FIREARM IN A PLACE 
WHERE CHILDREN ARE LIKELY TO BE AND CAN 
OBTAIN ACCESS TO THE FIREARM.” 


Wisconsi 


“IF YOU LEAVE A LOADED FIREARM WITHIN THE 
REACH OR EASY ACCESS OF A CHILD YOU MAY BE 
FINED OR IMPRISONED OR BOTH IF THE CHILD 
IMPROPERLY DISCHARGES, POSSESSES, OR EXHIBITS 
‘THE FIREARM.” 


Please check with your licensed retailer or state police for 
additional warnings which may be required by local law or 
regulation. Such regulations change constantly, and local 
authorities are in the best position to advise you on such legal 
matters. 


FIREARMS SAFETY IS YOUR RESPONSIBILITY 


SAFETY MUST BE THE FIRST AND CONSTANT 
CONSIDERATION OF EVERY PERSON WHO HANDLES 
FIREARMS AND AMMUNITION. 


‘This Instruction Manual is designed to assist you in leaming how to use 
and care for your RUGER® SCOUT RIFLE properly. Please contact us 
ifyou have any questions. 

Only when you are certain you fully understand the manual and can 
properly carry out its instructions should you practice loading, unloading, 
etc. with live ammunition. If you have any doubts about your ability to 
handle or use a particular type of gun safely, you should seek supervised 
instruction. Such personalized instruction often is available from local 
‘gun retailers, gun clubs or police departments. If none of these sources 
can help visit wwww.nra.org or write to the following address: 


National Rifle Association 
11250 Waples Mill Road, 
Fairfax, VA 22030-7400 


‘The person possessing a gun has a full-time job. You cannot guess; You 
cannot forget; You must know how to use your firearm safely. Do not use 
any firearm without having a complete understanding of its particular 
characteristics and safe use, Remember: There is no such thing as a 
foolproof gun. 
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WARNINGS OF GREAT IMPORTANCE ARE 
FOUND ON THE FOLLOWING PAGES: 


Lacking Devices 9 Unloading 18 
Alterations 11 Nalfunctions 

Manual Safety 13 Disassembly 

Lead Exposure 13 Lubrication 

‘Aromaunition, 14 Storage 

Laing 16 Shipping 
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OTHER CAUTIONS AND WARNINGS APPEAR 
THROUGHOUT THE MANUAL. 


NOMENCLATURE 


PICATINNY RAIL 


REAR SIGHT 


INTEGRAL SCOPE 
MOUNT BASES 


SAFETY SELECTOR 
(SHOWN ON") 


MAGAZINE 


‘BOLT HANOLE 


MAGAZINE LATCH 
TRIGGER GUARD TRIGGER 


FLASH SUPPRESSOR 


FRONT SIGHT 


BOLT STOP 


igure 1 In these dustrations the frequently wed operating component are entiied. Nate 
thatthe bolt stop (on the lt side ofthe veceve) permits the bot to be whan simply by 
palling itu tothe left. The sft selector shouldbe i the-Loa- Unload” potion whe the 
Ft being removed onsale, 


LOCKING DEVICE 
INSTALLATION INSTRUCTIONS 


A WARNING -— USE OF LOCKING DEVICES 


“Always keep your firearm pointed in a safe direction, 
including when you ae installing or removing your 
locking device. 


‘+ Alvays verify that your firearm is completly un 
before installing your locking device 

+ Do pot instal locking devices in the trigger suard 
always keep you finger and locking device outside the 
trigger auard daring device installation and removal 


«+ Store firearms, ammunition and keys separately and 
securely, away from children and careless adults; do 
‘at store your firearm with the keys in the locking 
device 


‘+ Do not attempt to work the action of your firearm with 
the locking device in place; this may damage your 


+ While locking devices are an important al to security 
measures, they are nota substitute fr sae firearm 
handling and proper strage. Remember that any 
mechanical device can be bypassed with enough time, 
knowledge determination and equipment. 


LOCKING DEVICES MUST BE USED] 
SAFELY AND RESPONSIBLY 


Do not store keys 
in lock. 


It is important to use the locking device on your Ruger® firearm when. 
the firearm is stored or immediate use is not planned, 


Keep the muzzle pointed in a safe direction and your fingers outside the 
trigger guard at all timest 

‘To Install the Factory-Supplied Locking Devi 
1, Put the safety in the "Load-Unload!” position, 


2, Remove the magazine by pressing the magazine latch forward as you 
pull the magazine out of the magazine wel. 

3, Be sure the firearm and its magazine are completely unloaded and 
contain no cartridges or cartridge cases, 

4. Open the action completely by drawing the bolt fully to the rear, 


Remove the bolt from the rifle, See the "Disassembly" section on 
page 22. 

Apply the lock directly to your RUGER® SCOUT RIFLE rifle as 
shown below in Figure 2 

‘To lock: With the key turned to the farthest clockwise position, insert 
the loose end of the cable into the padlock. Turn the key 
counterclackwise and remove the key. 

‘Once the lock is securely closed, pull firmly on the lock to test the 
connection and be sure itis locked, Do not leave or stare your 
firearm with the key in the lock! Store your locked unloaded firearm 
and the key in secure, separate locations, away from ammunition, 
children, and unauthorized adults. 


Figure? 


Correct Installation of Cable Lock 
Bor RUGER® SCOUT RIFLE 
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FIREARMS ARE DANGEROUS WEAPONS 


READ THE INSTRUCTIONS AND WARNINGS 
IN THIS MANUAL THOROUGHLY AND. 
CAREFULLY BEFORE USING. 


AX WARNING-ALTERATIONS 


‘This product was designed to 
function propery in its original 
coaition. Alterations ean make i 
unsafe, Do not alter any part or ald 
tor substitute parts or accessories not 
made by Sturm, Ruger & Co, In 


DO NOT ALTER ANY GUN 


GENERAL INFORMATION 
AND MECHANICAL CHARACTERISTICS 


The RUGER® SCOUT RIFLE is a bot action, magazine fe, repeating rifle 
‘The receiver incorporates integral cope mount hases (see Figure 1 on p. 8). 
set of two steel one-inch scope rings is included. 


Other notable features of the RUGER® SCOUT RIFLE include: an LC6™ 
trigger, three-position safety, a fast locetime stel trigger mechanism, a patented 
bedding system, a contoured cut-checkered black laminate stock witha black 
rubber recoil pad and studs to which sling svivels canbe atached. The ile also 
features a detachable box magazine, fonsard mounted Picatinny rail protected 

is, and and adjustable length of pull stock. 


1" 


OPERATION OF SAFETY 


‘The RUGER® SCOUT RIFLE has a three-pasition safely. The safety selector is 
located atthe right of the bolt sleeve (onthe left of the blt sleeve on left-handed 
versions) The safety selector can be moved from the “Fire” postion to its wa 
‘other positions ("Load-Uinload” and “Safe") only when the fring pin is cocked 
Fully raising the bolt handle cock the firing pin. 

‘The bot handle eam be raised and lowered only when the safety selector isin 

either the Fire" or the "Load- Unload” position. When the safety selector is in Uhe 
“Safe” position, the bolt handle is locked in the elased (fll down) pasition in 
order to prevent inadvertent liting of the bolt handle and to ensure that the rifle 
willbe ready to fie when the safety is moved to the “ire” position 

Practice (with an unloaded rifle) moving the safety selector to the three positions 
‘until you know the position ofthe safety selector fr the three modes— "Fire, 
“Load-Unload,” and "Safe." WARNING: When manipulating the safety selector, DO 
[NOT HAVE ANY FINGER INSIDE THE TRIGGER GUARD! When the safety 
selector isin the “Fire” postion and the trigger i pulled, the rifle will fire, The 
“ety selector should always be in the °Sale" position except when the gun user 
is actually fring or unloading the rifle. The safety selector should unalingy be 
‘moved to the *Safe’ position when the gun user ceases firing. 


SAFETY POSITIONS 


Pa ] PET] zs | 1 
) “ 

(= al 

A\ Ny 


‘roel ats tuum when Reissue he's pete ce, Whe ay 
Reno atid iegie Sengontiwlolecatie Meterointepome ta 


Ibthetrepnton traced! Scare wham the" nr eee 
Teas temg han te ety sty ors emcee seen ap maton eth ay 
inthe "SQPE pon tie Ge SAPE tension the Seer bong te SPE 
‘ewe teas ogo) ‘esto beted mets, pon, Key he iy slr n 


ning or ig 


‘The safety selector is held in each of ts thee pesitions by a plunger that is under 
‘pring tension. Therefor, the gun user should frequently check the positon of, 
the safety selector tobe certain it has not been inadvertently moved. IFthe safety 
doesnot Function propery, rif the elector seems to mave Lo easily, of the 
salety selector does not seem firmly positioned in any ofits three postions, the 
Fille should he discontinued from use and returned to the Newport Customer 
Service Department for 
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Ay WARNING -MANUAL SAFETY 


ARE | Keer sey on es ctl Ata 


‘ay he sf ay tonne psa 
Chek ety a te pasties SAE 

are) MD UNLOAD and -PIRE" Ne depend on 

@ _| sisi yt nena doce 


fam, fists geet 
UNLOAD Fie une in which the bolt open atl the 
owe 


‘hnber sd magasine ae ep 


KNOW HOW TO USETHE SAFETY 


A WARNING - LEAD EXPOSURE 


Discharging firearms in poorly veniated 
ares, cleaning firearms, or handling 
Ammunition may result in exposure 
{esd'and other substances Known tothe 
State of California to cause bith defets, 
reproductive harm, and other serious 

isial injury ave adequate veriation 
tall times, Wash hands thoroughly after 
exposure 


SHOOTING OR CLEANING GUNS 
MAY EXPOSE YOU TO LEAD 


AMMUNITION 


‘The RUGER® SCOUT RIFLE i offered in to calters: the 208 Win, and 

Rer/5.56 NATO cartridge. These rifles are designed to use ether 
Standardized US. military, or factory loaded sporting cartridges manufactured in 
accordance with US. industry practice. The caller is rllmarked on the barrel 
Use cartridges only of the designated caliber tht is marked on the barrel. Please 
see “Warning - Ammunition,” p. 14 and "Warning - Loading” on p. 16, 


AMMUNITION (CARTRIDGES) NOTICE 

WE SPECIFICALLY DISCLAIM RESPONSIBILITY FOR ANY DAMAGE 

(OR INJURY WHATSOEVER OCCURRING IN CONNECTION WITH, 
‘OR AS A RESULT OF, THE USE IN ANY RUGER FIREARMS OF 

FAULTY OR NON-STANDARD OR “REMANUFACTURED” OR 

HAND-LOADED (RELOADED) AMMUNITION OR OF 
CARTRIDGES OTHER THAN THOSE FOR WHICH THE FIREARM 
WAS ORIGINALLY CHAMBERED. 
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USE ONLY FACTORY AMMUNITION LOADED. 
TO U.S. INDUSTRY STANDARDS 


AX WARNING -AMMUNITION 


Death, serious qu, and damage 


fan felt fom the von 
“mmunition, bore obstructions, 
oawder overloads or incorrect 
Eatidge component, cn the 
‘Stongest gun canbe blown.uy” as 
2 reall exces pre 


‘wear shooting eases a 
protection. 


IMPROPER AMMUNITION 
DESTROYS GUNS 


LOADING THE MAGAZINE 


Use only clean ammunition of the proper caliber manufactured to U.S, Industry 
specifications, in good eandition, (See Notice and Warnings in other sections af 
this manual pertaining to Ammunition) 


‘To load the magazine, align each eartridge with the bullet forward, depress the 
‘magazine follower, or the last cartridge loaded, as you insert a cartridge fom the 
front and slide it hack to the rear ofthe magazine. See Figure 6, Do not attempt 
to load more than the designated number of cartridges for which the magazine 
has been designed. The RUGER® SCOUT RIFLE is available with 5-round 
and I-round magazines 

‘The RUGER* SCOUT RIFLE magazines are not interchangeable with the 
Ruger Mini-14 Ranch or Mini Thirty magazines. Do not use non-Ruger 
‘magazines ~ they may cause malfunctions 


“ 


DAMAGED, NON-STANDARD, OR IMPROPERLY 
ASSEMBLED MAGAZINES SHOULD NOT BE USED. 
THEY CAN CAUSE THE RIFLE TO MALFUNCTION. 


INSERTING THE MAGAZINE 


See Figure 7, The magazine may be inserted withthe bot either inthe closed or 
‘open position, 


|.Hold the magazine at an angle as 
showin and insert all the way un into 
the magazine wel. 


2.Pall the bottom of the magazine 
toward the trigger guard until the 
‘magazine latch at the rear of the 
‘magazine well engages, Check to be 
sure that the magazine is securely 
Intched into place by pulling down 


pri a 


Figure 7 


REMOVING THE MAGAZINE 


‘To remove the magazine, push and hold the magazine latch forward as you pull 
the magazine out of the magazine well. To minimize the possiblity of damage 
and malfunctions, donot let the magazine drop tothe ground 


TO LOAD AND FIRE (WITH MAGAZINE) 


Practice this important aspect of gun handling (with an unloaded rife) until you 

‘an perform each ofthe steps - described below - with skill and confidence. But 

before you do anything withthe rie, please first read completely through this 

manual. This procedure begins with an empty rile with its magazine out 

1 Be certain the muzae is pointing in a safe direction. (See Rule 2, p29.) 

2. Position the safety selector in the “Load-Unload” position (see Figure 4 p. 
13) 

4. Insert the bolt in the receiver in accordance with “To replace bolt 
instructions on page 26 

A. Da the bot fully tothe rear 
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5. Load a magazine with the desired numberof cartridges, 


6. Insert the loaded magazine into the magazine well 


Push the holt handle forward. This will strip a cartridge from the magazine 
and push the cartridge abead ofthe bolt into the chamber. Clse the bolt 
Thandie fly downward and put the safety fully earvard tothe "Safe 
postion. 


WARNING: I cartridges do not feed smoothly fom the magazine rato he 
chamber then do not use the rifle until the problem is corrscted, (See 
‘Warning - Malfunctions," p20.) 


8. The rifle is now cocked and a loaded cartridge is chambered, Visually check 
to be certain the safety elector isin the “Safe” position. 

9. When you ae ready to fre the rifle, move the safety selector ta the “Fire 

position 


‘WARNING: DO NOT TOUCH THE TRIGGER UNTIL VOU ARE ACTUALLY 
READY 10 FIRE, KEEP THE SAFETY SELECTOR IN THE *SAPE’ 
POSITION UNLESS ACTUALLY FIRING, 


Pulling (squeezing) the trigger wil discharge the eartrilge Aliays be certain 
that you know where the bullet wil strike when you fire the rile. Never 
allow the thumb to touch the cocking piece when firing as it can be pinched 
‘when the cocking piece moves forward to fire the rifle, 


rT 


11, Immediately following the firing ofa shot. and ia subsequent shot i not to 
be fired al once, put the safety selector in the “Safe” position while the rile is 
still pointing in a safe direction down range. The saety selector should be 
‘moved to the “Safe” position as soon a firing is completed, and it should be 
‘on “Safe” a ll Limes except when the rife is on target and being fired 


AA WARNING-LOADING 


oe ange cert the pine a ach cade eed 
halo lw tb sir of tring ae eA 
‘tg charged by he cng of he tan ol 


1 care dos not char ey ot ret Check 
Sei a anki a ch aie we 
‘Stiga andre ocala 


BE SURE WHAT YOU LOAD, 
IS CORRECT 
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WARNING: DO NOT TOUCH THE TRIGGER 
UNTIL YOU ARE ACTUALLY READY 
‘TO FIRE THE RIFLE, 


AY WARNING-|FIRIN 


‘When ing the Ruger Scout ile be sae ta 
bystanders ate well la ofthe shooter and 
Standings sf distance tthe wear Empty 
‘atridge cases are hot and are nora eect 
from the rie to the 


injury to any person who i standing to closely 
lense the shooter Shooters who ie vig 
Tuned ies ro 

parbeulry et 
nrge cases 
Atay rear 


EJECTED BRASS 1S HOT 


conceningseced 
Thetack of te as is 


AA WARNING -HANDLING 


‘Never carry the rille loaded with the safety 
selector in the "PIRE" positon. If dropped 
for struck withthe safety of, the rile may 
fie. Such a discharge can accur with or 
without the trigger being directly struck 
for touched, Never rest a loaded rile 
against any object wall, ence, vehicle 


tree, ele) because there is abvays the 
possibility that the rife yl be jarred or 
Slide frm its pesition and fl ith 
sufficient force to discharge. Keep safety 
fom unless actually ring. 


{Never lower (uncock) the firing pin with a 
loaded cartridge inthe chamber. Under 
such circumstances the fring pin ill be 
‘indirect contact with the prime of the 
loaded cartridge and alight accidental 
blow tothe firing pin ean readily eause 
the gun to discharge 


‘ANY GUN MAY FIRE IF 
DROPPED 
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TO LOAD AND FIRE (WITHOUT MAGAZINE) 
‘The ville can be used asa single shot rifle inthe absence of a magazine or for 
safety or training purposes. To do sa 
1, Be certain the muzzle is pointing in a safe direction. (See Rule 2, p. 38.) 

22, Position the safety selector in the “Load” position (ate igure 4, p12), 
3, Draw the bot fully to the rea 


A, Place a cartridge directly into the chamber, Close the bolt handle fully 
doervard and put the safety fully rearvard to the “Sale” position 


5, Follow steps 8-11 om p. 16 


A WARNING — UNLOADING 


a ole alee 
in 


GUN WILL FIRE WITH 
MAGAZINE OUT 


*h 


TO UNLOAD 
UNLOAD THE RIFLE IMMEDIATELY WHEN YOU ARE FINISHED SHOOTING. 
WARNING: This sequence must be followed exactly as spelled out ailure to do 


so can result in the rfl’s chamber becoming unintentionally loaded with a 
cartridge! 


1 Keep the muzzle pointed in a safe direction at all times and keep the fingers 
outside the trigger guar. Mave the safety selector tothe "Load- Unload! 
position ifthe firing pin is cocked 


2, Lift the bolt handle flly and then pul it completely to the rear to eject, 
chambered cartridge 


‘3. Always visually double check the chamber to be certain it is empty. 
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4. Remove the magazine. REMEMBER that even though the magazine has been 
removed, a cartridge remaining in the chamber can sil be red! 
5. Close the bolt lly 


6, Move the safety selector in the Fin 
safe direction, pull the tigger. 


position and with the Fife pointed in a 


CORRECT UNLOADING SEQUENCE 


SAFETY IN 
*LOAD-UNLOAD" 
POSITION 


TO CLEAR A MALFUNCTION ("JAM") 
Ifa jam occurs, immediately put the safety selector in the "Load-Unload! 
position and be certain the muzzle ofthe rifle is at all times pointing in 
a safe direction, 
‘Then study the situation to determine the nature ofthe jam and how best to 
clear it 
~Ira cartridge or fied case is eaught between the bolt and the barrel, or 
agains cartridge thal is in the chamber, remove the magazine from the 
rifle, Then retract the bolt fully and remove the jammed eartridge or ease 
When attempting to extract a cartridge that is “stuck” in the chamber do 
not use any type of tool that is likely to act asa “firing pin’ and discharge 
the cartridge should the tool impact on the primer 


Alter clearing a jam, inspect the gun mechanism to determine if dirt might 
be the cause of the problem. Excess lubricant or grease ean cause 
cartridges to feed sluggishly or fai to extract. An accumulation af trease or 
dirt onthe fce ofthe bot, under the extractor, in the chamber, arin the 
‘magazine ean contribute to cartridge feeding problems, (See section on 

‘Care and Cleaning" page 28) 
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~AMter clearing a jam, inspect all cartridges that have been removed from 
the dun, Safely dispose of any cartridges which ae in any way damaged. 
lft appears thatthe rifle and magazine are not a fault and that the jam 
was caused by the type of cartridge being used, then try another type 

Examine your fired cartridge cases. Ifthey have split Blown ar bulged 
heads, stop using that ammunition and promptly return the rife to the 
factory for examination 

Ir the above procedures do nat result ina smooth and reliable feeding 
firearm, dont use the rill, The RUGER® SCOUT RIFLE can be 
returned directly to our Newpart Customer Service Department for 
Inspection and repair, if required, See the “Service and Parts Policy’ 
section ofthe manual fr packing and shipping information, 


AA WARNING - MALFUNCTIONS 


1a cartridge hangs up, jams, o binds when 


bring chambered or when beng fe from the 
magasine into the chamber, do ut temp fo 
fore inate chamber pushing or skin 
the alt andl, 
Most failures of cartridge to feed orto 


I A _| istcrae cate improper dingo th 
‘magazine or smmunition thai incrret or 
‘fective 


‘Whatever the cause, the gun wer mus, above 
alk recgola that ams ean result in the yry 


Pointy very dangerous tuations 
artige charging bore its charred I 
this occurs, the eartdge case wl upture ard 
agent wl yout ofthe gun ith 
cent force to eau ary. Alas wear 
‘hooting slates and hearing protects! 


STRIKING PRIMER CAN 
BURST CARTRIDGE 
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TO MINIMIZE MALFUNCTIONS 
JAMS") 

Firearms ofall makes and types are suscep oocavinal malfunctioning due 

ton eartdge not feeing rm te agen tothe crane ode tot 

tate red cave ot beg enacted and ected 

Te mine the pss of such occurrences the un user shoul 

“Use ammunition ofthe coc alter and ype which sad to US, 
Indy Spears, Do wt se cries al re formed or 
Cartes hat hae been lade. 

Clan ad bite the gun in acuianc wth he instructions inthis 
mana 

Learnt corety pete the bl and howto propery load and empty the 
donber aul wagsan 

af We mechan shower ot unto cey apr 
dhagador broker” dt se eve He apc ard rept 

Use only genuine RUGER SCOUT RIFLE magazine and carflly 
Tad the again Do not exceed the aed marine ect (See 
“nding the Magazine”. 1) 

Do not alte fe & carrie int the hrnbet by pushing 
Sting the lt handle Rather, tet he lect he ati, and 
Stterine the cause of epee 

the probability fan unfied carrie being jammed shod 
IU bck ots Ue magi remove the rane Before erating the 
holt When exacting an unfied carte, Gp thera ie of he rie 
Tova the gro ha roy wil asst carte al are 
the majarne we Aways react the slide st) whenever enacting 
Ive eave ak caer tat cartridge svt rey ed 
aibint a mre where the prier mit be el. 


To mini 


For most repairs we recommend that Ruger guns be returned tothe factory. 
However, ifa gun has a cartridge in it which cannot be removed, then it isa 
‘violation of Federal Regulations to ship that loaded gun whether it be by U.S. 
Mail or by common carie. Contact our Newport Customer Service Department 
at 336-049-5200. 

Alterations tothe rifle or use of non-Rugfer magazines and accessories may cause 
‘malfunctions, See "Warning -Allerations,”on page 10. Ithe above procedures 
do not result ina smooth and reliable feeding firearm, dont use the gun. The 
rifle can be returned directly to our Newport, New Hampshire Customer Service 
Department for rept. See the “Service and Parts Policy” section, page 7H, ofthis 
‘manual for packing and shipping information, 
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AX WARNING -DISASSEMBLY 


oa Always unload a firearm, 
@, ® before cleaning, lubrication, 
ee disassembly or assembly, 


UNLOAD BEFORE 


mn” 
‘CLEANING 


DISASSEMBLY 


BE SURE RIFLE IS UNLOADED! 


tis preferable to carry out these procedures on a workbench or table which has a 
covered top. piece of shallow nap rug or an old, coarse blaket is an ideal 
covering, Such 2 covering not only reduces the chances of the rifle slipping and 
being sratched, but it serves also to trap pins, plungers an springs that may 
‘otherwise get lot Its advisable to have a container ~ such asa shoebox — in 
‘which each part can be placed as itis remuved from the gun. 


Before attempting to disassemble the rifle forthe ist time, study the parts 
<ayng and parts list so as to be familiar with the relative postion, appearance and 
name of each part. Carry out the disassembly slowly and carefully nate the position 
‘ofthe part in the gun before starting to remove it. I'a part is under spring tension 
(such as, the Safety Selector, Bolt Slop, Trigger) remove it cautiously and 
anticipate the direction the spring and plunger are mas likely to jump." 


WARNING: Ifa spring or plunger become lost da not use a substitute. Springs af 
correct tension are vial tothe safe and reliable performance of firearms. Before 
Starting disassembly, remove the sling, scope and scone rings, 


direction! See Figure 8, Put the Pe eee 
as 

es |e Oe 

‘Chambered cartridge =a l T 


4. Remove the magn. RENESER 
that een thug fe again has \® 
Ponareeereet peat 
heen le ea Figure 9 
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5. To remove the boll: Open bolt and 
pull tothe rear while atthe same 
time pivoting open the bolt stop 
‘which i located on the left side of 
the receiver on the right-handed 
version and the right side of the 
receiver om the left-handed 
version, This sas far as you need 
to dismantle the rifle for a routine 
cleaning. Its rarely necessary to 
raceed farther See Figure 9, 


6. To remove fring pin assembly from bolt: With bolt out ofthe rifle and fring 
pin cocked, insert pin or mall into the “Uisissembly hole” inthe cocking 
piece 
NOTE: The pin or mail should he a close as possible in sige tothe hale 
diameter, and at leat 2 inches long so that it can be used to ‘lever the firing 
pin to the rear when reassembling the fring pin assembly ito the bolt, 
Unscrew fring pin assembly and remove from bolt. Caution: Do not remove 
the restraining pin until firing pin assembly is reassembled into bol) 


‘CAUTION: The firing pin assembly is intended tobe a permanent 
assembly and should not e disassembled, The parts are under great 
spring pressure and if disassembled could By apart with sufficient force t 
cause serious injury Also, special tools are required to correctly 
eassemble this pat, 


7. To remove stock 
a. Loosen and remove the serew that holds the Pront Mounting Lug See 
Figures 10a & 10b, 
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bs Loosen and remove the serey that holds the Trigger GuardMagarine well. S 
Figures 1a & 1b, 


= 


Figure Ha 


«. Lonsen and remove the Cross Holt that runs through the stock atthe rear of 
the magazine well, See Figure 12 


4. Remove the Trigger Guard/Magazine well See Figure 1 


igure 13 


Figure 12 


‘Lift ehe barrel fom the stock very carefully, Lift the recever atthe same time 
asthe harel is lifted so that the barrel-receiver comes out ofthe stock level 
and not at an angle. See Figure 4 


Ss, Figure 1 
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8, To remove the trigger (Safety Selector should be inthe “Fre” position) 
While holding the tigger in place, press aut the trigger pivot pin. 
(Caution: Trigger i spring loaded.) 

9. To remove the sear 
a. Press out the sear pivot pin. 
bs. Turn receiver upside dow and slide sear forward, Sear will drop out of the 
top slot in the receiver. 

10-To remove safety assembly: 
a. Rotate the safety selector so thatthe upper section is positioned fully ver 
the center ofthe receiver tang, 
b. While holding the safety selector in place with thura and forefinger, slide 
the relainer up out of receive, (Caution: Safety Selector is under spring 
tension from a spring and plunger acting agains the lower section af the 
safety selector. The spring and plunger will jump out ifnot contained) 
©. Lift out the safety selector 
44. Remove the safety selector detent and safety selector detent spring. 


REASSEMBLY 


(AGAIN, BE SURE RIFLE IS UNLOADED) 


1. To replace the safety assembly: 
a Place the safety selector detent and safety selector detent spring into the 
hole in the receiver 
b, Set the safety selector in place with its upper section positioned aver the 
center of the receiver tang 
While holding the safety selector in place with thumb and forefinger while 
applying downeard pressure, slide the safety selector retainer into dovetall 
from the top. Align the notch in the safety selector retainer withthe sear piv, 
pin hole, 


2. To replace the sear: 
a Place the rear end (the end withthe hole in it) ofthe sear into the slot rom 
the top ofthe receiver. Swing the rear end ofthe sear up and slide the sear 
{nto position until the hole inthe sear is aligned with the mating holes inthe 
blnsert the sear pot pin, 


3. To replace the trigger: 
a Place the trigger/sear spring over the dimple inthe trigger. 
bs, Assemble the trigger while aligning the spring with the dimple om the sea 
While holding the trigger in postin, replace the trigger pivot pin. 

A. To replace the stock: 
a Place the barrel-acton assembly into stock. 
by, Replace the Trigger Guard/Magazine well into stock, 
«Install and tghlen Cross Bolt through the stock at the rear ofthe magazine 
well 


25 


Install screw at rear of rigger Guard loosely. 

«Install Front Mounting Lug and firmly ighten serew. (This srew is angled 
and draws the barrel-action assembly into the bedding surface of the stock) 
‘This serew should be tightened toa torgue of 80 in-Ibs, 

Tighten serew at rear of trigger guard toa torque of 10 inh, 


5. To reassemble fring pin assembly into bot: 
‘Screw the assembly fully nto the bol. The assembly is properly positioned in 
the bolt when the lat on the bottom right side of the bot sleeve (ont of bolt 
facing you) is aligned with the fat on the bottom end of the bot handle. Note: 
‘There isa shallow notch on the rear end of the bolt body ~ atthe end ofthe 
cam cut ~ into which the nose of the cocking piece ‘its’ When the firing pin 
assembly is being turned into the bolt body, it may be necessary to-use the 
"restraining pin asa lever to slightly retract the cocking piece nose so it can be 
‘moved into the notch. When the fring pin assembly is correctly positioned in 
the bolt body the restraining pin can be removed, bt not before! 


6.To replace bot: 
a With bolt handle in an upward position and bolt head away from you, align 
the extractor with the right hand locking lug in the right-handed version or 
the left locking lug in the lef-handed version, Align the locking hugs with the 
channels in each side ofthe rear ofthe reeiver and partially insert the bolt. 
Push the bol fall forvard, 


REGARDING ACCURACY: The accuracy of any rile can vary depending upon the 
make and type of cartridges used in i Such being the ease, f your RUGER™ 
SCOUT RIFLE does not perorm to expectations itis advisable to try several 
brands and types of cartridges to determine which one delivers the best accuracy, 
before proceeding further I'your rifle isnot as “accurate” as you belive it 
should be; before concluding that some serious fault exists, run the following 
checks: 


1. Be certain the Cross Bot, Front Mounting Screw, and Rear Mounting Screw 
are snugly tightened a described in Step 4, p.25, ofthe “Reassembly” section 
ofthis manual 


2. Be certain the bore is clean and free fom accumulated metal Fouling 
{deposited by metal jacketed and lead bullets) See the "Care and Cleaning 
section, p. 28, ofthis manual 


3. Check the sights for lightness, setting and alignment. 


IFeverything is tight, the bore is clean, the sights are properly aligned and secure 
Dut the accuracy problem persists, DO NOT ater the stock bedding in any way. 
Do nol scrape away wood and do not bed with “las,” plastic, ena, ete, Once 2 
rile stock has been altered, it cannot he reworked by our Customer 

Department 

you sill have an accuracy problem, rite a brief eter to our Customer Service 
Department in Newport, New Hampshire 03773 and describe the nature of the 
problem based on the use of factory-loaded cartridges —not reloads. You will 
receive a prompt response from us and if indicated, detailed instructions with 
regard to the return ofthe rile 
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MAGAZINE INSPECTION AND CARE 


(Check the magazine periodically, The follower must move freely and have 
adequate spring tension so that each cartridge is quickly raised to the feeding 
position. 


‘To test the spring tension, lad one cartridge into the magazine and then firmly 
ress against the cartridge case. Remave your linger quickly. The cartridge 
should instantly and fully move in to the feeding position, If it does not, the 
‘magazine shouldbe cleaned. I cleaning doesnot restore prope spring tension, 
donot use the magazine. (NOTE: After testing, remove the test cartridge) 


When cleaning is necessary, use a solvent that will not rust the metal 
components or adversely affect the plastic magazine components. The magazine 
may be disassembled by sliding the bottom cover toward the front ofthe 
magazine. CAUTION! The magazine spring is compressed underneath the bottom 
cover Iwill he necessary to use aplastic mallet to tap the bottom cover forward 
‘enough to move past its detent bump located near the font of the magazine. 
With the bottom cover removed, the magazine spring and follower may be 
removed from the magazine, completing its disassembly. Its not necessary to 
remove the magazine spring from the follower, Soak the magazine shell in 
solvent to loosen foreign mater, then shake it vigorously (with the magazine top 
‘opening avay fram you) to remove solvent or reside from the magazine 
Carefully wipe the magazine and follower witha cotton cloth to remove excess 
solvent and loose residue 


Reassembly ofthe magazine can be accomplished by inserting the magazine 
follower and spring assembly into the hotom ofthe magazine shell oriented 
‘propels Carefully compress the spring and slide the magazine bottom onto the 
bottom of the magatine shel starting atthe front and pushing it rearward. It 
may be necessary to use aplastic mallet to tap the bottom cover past its detent 
‘bump and seat i fully rearward onthe bottom ofthe magazine sell 


= 


toi | Figure 1, Expl view a the 
RUGER® SCOUT RIFLE 
magazine components. This 
“htt ince show the 
‘eaonship and mares the 
sagan | asin components, 
x 
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CARE AND CLEANING 


WARNING: BEFORE CLEANING, BE CERTAIN THE 
RIFLE AND ITS MAGAZINE ARE UNLOADED. 


A firearm must be free of rus, drt, grease and firing residues to function safely 
and reliably. Periodic maintenance, which includes inspection of companents to 
{determine ifthey are in proper working order, is absolutly essential Firing 
‘deposits particles of bullet lubricant and powder in the bore, chamber, bolt, 
receiver, magazine and other parts of the rife. There is no fixed rule as to how 
frequently the eleaning should be carried out, but the alert gun owner soon late 
that any firearm functions most reliably and accurately when it is free of 
accumulations of grease and other fring residues 


Basic cleaning equipment includes: A corect sie cleaning rod equipped with bore 
Ibrushes (fiber and brass) aru tp in which a cloth patch can be inserted, patches, 
poveder solvent, lubricant, small lint-free cloths and a loothheush. Use correct sie 
patches and brushes, Larder sizes will bind inthe bore and can be very dificult to 
remove! Insert rod from the chamber end of the barrel and push firmly so the 
patch or brush emerges from the muzzle. Don't reverse the rod when a brush oF 
patch is being used ~ it may bind. Don't use patches or brushes dipping with 
solvent or oil Use rod and brushes with ere so as not to damage gun, 


1. Por routine cleaning it is necessary only to remove the bolt and magazine 


2, Push-pull a solvent weed patch through the hore several times. Nest, using a 
solventvetted brush, run it the fall length of the bore as many times 3s is 
‘necessary to completely remove all foreign matte from the hore and chamber. 
Dry the bore with clean patches and examine it.I bore remains fouled, repeat 
the brushing, Complete the cleaning by dry-patch wiping af bore and chamber. 


3. Use a clean, solvent-wetted patch to remove firing residue and dirt from all 
reachable” surfaces inside the receiver, Use the solventwetted loothbrash to 
Aislodge caked dit from all parts of the bot assembly and fom surfaces inside 
the receiver that can't be reached with a patch, Use cleaning patches or the 
cloth to remove the solvent. 


Wipe all surfaces — internal and external - witha very light coat of ol, il and 
similar preparations “collet” dirt particles which can interfere with reliable 
functioning of the rifle, Therefore, use these preparations very sparingly. A drop 
of ol applied tothe bot assembly components, the pivot points of the trigger 
‘mechanism, te safety, the bolt stop and the magazine latch, will work int all 
the pats that need lubrication. 
5. Reassemble the rifle and carefully wipe all solvent, Iubeating and preservative 
preparations from the stock. 
6.1 the rifle isto be stored for an extended perio, clean the rifle thoroughly 
Disassemble to the extent described elsewhere in this manual, taking ere to pat 
pins and similar easly mislaid and “rolling” components ina tray, Rewipe al 
surfaces with preservative oil Reassemble and store properly, 
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AY WARNING - LUBRICATION 


IMPROPER LUBRICATION 
DESTROYS GUNS 


STORAGE 


GUNS SHOULD NOT BE STORED LOADED! 
USE THE LOCKING DEVICE SUPPLIED WITH THE 
RIFLE TO RENDER IT INOPERATIVE FOR SAFE 
STORAGE 
(Ser PAGE 9) 


‘Do not store the rifle in a leather case or cabbard, Leather attracts moisture, 
even though it may appear tobe dy 


‘AX WARNING -STORAGE 


IZ) aod Peano segs be 
ecnece ctnmaeay 

Pegi msi > 
+ Gethin espe ith 


Mora. 
1 + Per icresed safety firearms should 


he stored unloaded ina location that 
is both separate from their 
ammunition and inaccessible to 
children and any other unauthorized 
person, 


‘STORE SECURELY & UNLOADED. 
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MAINTENANCE OF STAINLESS STEEL RIFLES 
Firearms and components made of stainless see! ae relatively more resistant lo 
corrosion than those of blued steel. However, in the interest of proper operation 
and lang life ofa stainless steel firearm, inspect it frequently and clean, lubricate 
and apply an appropriate rust preventative. 


‘Sometimes dscoloratinn occurs fom perspiration oF ftom contact with some 
lypes of gun cses, Rustng may occur asa resul of the fireatm being exposed to 
moisture, salt air or chemical 

‘Minor discoloration can usually be removed by rubbing the stainless area with an 
abrasive ink eraser crocus cloth, ora "metal polishing” compound. When using 
ny ofthese abrasives, proceed with care and use ight pressure to achieve a 
‘lending of “color with those areas that are not discolored, 

External surfaces most subject to rusting rom handling, or fom exposure to the 
clements should be cleaned and wiped dry after use or after exposure to adverse 
conditions Ithe rifle i to be stored, coat it with a ight film of ol or 
preservative. Where the rifle is in continuing use, and the presence of oil or 
‘grease would be objectionable, then the external surfaces ean be coated (ater 
‘leaning and drying) with a paste wax formulated for use on metals Apply the 
wax sparingly, allow time fori to dry hard, then buf lightly with a sot cloth 
When applying the was, take care that it does not get into the mechanism oF un 
the functioning parts o in the bore. 


ATTACHING RUGER SCOPE RINGS 


‘The rear sight must he removed before attaching the scope rings, Each Ruger 
scope rng isa mated assembly fa top and a hase. Do nol mix the parts ofthe 
to rng assemblies a they are not interchangeable, On the underside of each 

‘mounting ring assembly there i an integral lug, located off center with respect 
to the front and back sides ofthe mount. The lug is nearer tothe front surface. 
By reference tothe lg, the mounting ring can he correctly assembled with the 
front ofthe ring toward the muzzle ofthe rill 


Disassemble one ring and reassemble over the sone body between the turret 
and the eyepiece. Remember - the lug on the base should be onthe front side 
ofthe scope, 


2 Install the four top screws. Do not tighten. 


Disassemble the other ring and install it onthe forward section of the seope 

tube with the hag foray also Install the four ton sews. Again, do not 

tighten, 

A. Assemble the rings tothe receiver with the lugs engaging the recesses inthe 
top surface ofthe receive. Tighten the clamp nuts so thatthe rings are locked 

to the semicircular cuts om the sides ofthe receiver. 


Rotate the scope until erass-hars are aligned properly an slide scape to 
desired eye rele. Then tighten the eight top screws each a bitat atime to grip 
the scope boy 


6, Sight in according to the diretions with your scope. 
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REMOVING FLASH SUPPRESSOR, 


AM" open ended wrench ofa Tors TD bit can be used to remove the 
suppressor, which is installed with standard, right-hand threads. When 
reinstalling the Ruger suppressor, be sure to re-install the crush washer, and 
tighten toa torque of 20 lbs, When installing an aftermarket muzzle accessory, 
be sure to follow the manufacturer's instructions regarding alignment, washer 
use, and torque setting. 


LENGTH OF PULL ADJUSTMENT 


Each RUGER® SCOUT RIFLE comes from the factory with three 12 
spacers (one installed onthe rifle and two packaged separately) that allow you to 
aujust the length of pull ram 12-2 to 14-1/4" in ane-hal-nch increments. As 
shipped from the factory with a single spacer installed the length of pull is et at 
resi 


To adjust the lng of pl spy a or reve mcr, deine. Ts a on 
remove pacer, eth allen wrench supe with the rifle to remove the ei 
Pd sere aising the ec a 

Tote stock, (Se Figure 1) 
Ah tacking) or eve SN 
spacers ip achieve the desired > 
teat of pil: Naw veatch the 

rec pad by inalling te eal Recol Pas 
bad crs sing tale 

Wrench. Be ceil nt 
overighten tse which |\M Saewe 
Should ube sed in pce wi 

by uring the scream 4 


auditional 1/2 tur afer the serew 


‘makes contact with the recoil 
pad. ~ 


Figure 16 


Spacee 


SIGHT ADJUSTMENT 


‘Shooting to determine the setting of the elevation sie (aperture) should be 
{done fom a bench rest and over a measured distance, 


SUGGESTED SIGHT PICTURE 
‘The front sight is aligned in the center 
ofthe rear sight aperture (“peep”) and 
the target (bull's eye) is positioned to 
appear as if is sitting on top of the 
front sight. 


a” 


\WINDAGE ADJUSTMENT: 


1. Loosen the Combination Windage Adjustment and Locking Set Serew (turn it 
‘counter-lockwse using a Sex wrench) on the side thal matches the 
direction of intended aperture travel (right side fist to move aperture right, 
left side frst to move aperture lef) (See Figures 17a and 17b,) Pull turns are 
‘ot required and any portion of a turn is acceplabe. One complete rotation of 
the hex screw will move the point of impact approximately 5 inches at 100 
vats, 


2. Tighten the opposite Windage Adjustment anu Locking Set Screw, (See 
Figures 17a and 17) The aperture willbe pushed and locked up against the 
screw that was adjusted in Step 1 


‘To Move Bullet impact To Right, 
Move the Aperture to the Right. 


Figure 7a Windage Adjustment 
and Locking Set Screw 
(one on each side) 


To Move Bullet Impact To Left, 
Move the Aperture to the Left. 


Figure 1b 
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ELEVATION ADJUSTMENT: 


1. Loosen one ofthe Combination Windage Adjustment and Locking Screws one 
{ull turn (either one is fine, however, loosen only ane so thatthe original 
\windage adjustment is maintained). 


Adjust the aperture by rotating it in half turn inevements. Rotating the 
aperture clockvise will move the aperture down (and therefore the point of 
impact down as well), Rotating the aperture cunter-clockise will move the 
aperture up (and therefore the point of impact up, (See Figures 18a and 185.) 
Rotating the aperture a single half tur (180 degrees) will move the point of 
impact approsimately 1.25 inehes at 100 yards 


‘Tighten the Combination Windage Adjustment and Locking Screw that was 
loosened in Step One (See Figures 182 and 18b). The Aperture will move 
against the other serew and will be aligned tothe half turn postion 


WARNING: DO NOT TICHTEN THE COMBINATION WINDAGE AND LOCKING 


SCREW WITH THE APERTURE NOT IN THE HALF TURN POSITION AS THIS. 
WILL DAMAGE THREADS OP THE APERTURE, 


To Move Bullet Impact Up, Move the Aperture Up. 


Figure 183 


To Move Bullet Impact Down, Move Aperture Down. 


SERVICE AND PARTS POLICY 


{you have any question with regard tothe performance of your RUGER® 
SCOUT RIFLE please virite or eall (336-949-5200) our Customer Service 
Department in Newport, New Hampshire 03773, fully describing all 
circumstances and conditions involved. Ifyou should return your rifle tothe 
factory for repair, or order parts frit, please comply with the fallowing 
suggestions for prompt service: 


WARNING: BEFORE SHIPPING ANY FIREARM, BE 
ABSOLUTELY CERTAIN THAT IT IS UNLOADED. DO NOT 
SHIP CARTRIDGES WITH A FIREARM. 


SHIPPING FIREARMS FOR REPAIR 


RUGER® SCOUT RIFLES returned to the factory for repair should he sent to 
Ruger, Customer Service Department, 411 Sunapee St, Newport, New Hampshire 
(03773, NOTE: You must obtain a Repair Authorization Number before returning your 
firearm,‘ aithorigation number can be obtained by contacting Customer Service 
online at wiww-rugercom or calling the Customer Service Dept at 336-949-5200, Cuns 
should be sent prepaid. We wil not accept collect shioments. 

‘The Federal Gun Control Act, aswell asthe las of most states and localities, da not 
prohibit an individual (who isnot otherwise bared from purchasing or possessing a 
firearm) from shipping a firearm directly to the manufacturer for repait. However, 
before you ship your rifle to us, be certain that your state or locality doesnot have a 
lay or regulation which will prohibit you from receiving the rifle fram us after it has 
‘ben repaired. I'such receiving is prohibited, then please have a federally licensed 
firearms dealership the gum to us. I your rifle is sent tous bya dealer, i will be 
‘returned to that dealer after being repaired. Ifa handgun (pistol or revolver) is shipped 
by an individual who does not hold a Federal Firearms License it must be shipped for 
‘overnight delivery via UPS, Federal Express or other, similar priate overnight 
service. NOTE: Handguns may not be shipped via U.S. Mail. Persons who do not hold a 
Federal Firearms License are prohibited by Federal law from shipping a handgun by 
‘Mail. Handguns mailed in violation ofthe law are impounded by the Post Office. Rifles 
and shotguns may be shipped via U.S Mail 

DO NOT SEND GUN BOXES OR LITERATURE THAT YOU CONSIDER TO BE 
COLLECTOR'S ITEMS ~ THESE ARE INVARIABLY DAMAGED OR DESTROYED IN 
SHIPMENT, Please do not include rifle case, sing, telescopic sights or eustom 
accessories with a firearm being shipped to the factory for service. Always insure your 
shipment 


Enclose aleter which includes your name, address, telephone number, serial number, 
‘model ofthe firearm, and your repair authorization number. Describe in detail the 
trouble you have experienced with your firearm, or the work you wish to have done, 
Merely stating thatthe firearm “needs repair" is inadequate information. 


All work performed is subject o.a minimum labor charge and charges for shipping and 
handling. Most models can be eblued, but custom gunsmithing service or nonstandard 
alterations are NOT AVAILABLE from Ruger Customer Service Departments Pease 
contact the Customer Service Department for pricing information. 
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AX WARNING -PARTS PURCHASERS 


* Tes the purchasers responsibly tobe 
bsolutely certain tha any pats ordered rom 
the actoy are ores fted and installed, 


+ Firearms are complisted mechanisms and 
IMPOPLaE HITTING OF PARTS NAY RESULT 
IN ADANGERONS MALFUNCTION, DAMAGE 
‘TO THE FIREARM, AND SERIOUS INJURY TO 
‘THE SHOOTER AND (THER PERSONS, 

* The purchaser and intl f pats must 
sccpt al esponsility forthe crmect 
‘juste and functioning ofthe firearm 
Shersuch instalation 


PARTS MUST FIT CORRECTLY 


ORDERING PARTS 

Please contact the New Hampshire Customer Service Department for parts 
availablity and current prices. All parts orders fr the RUGER® SCOUT, 
RIFLE shouldbe sent to: Ruger, Customer Service Department, 411 Sunapee 
Street, Newport, New Hampshiee 03773, 196-949-5200. We cannot comply with 
open account oF C.0.D. requests Payment in fll vi eredit card (Visa oF 
MasterCard only), money order oF certified bank check (no personal checks ar 
cash, please) is required before any service will be performed, Please provide your 
credit card number, your name as it appears onthe creditcard, the expiration 
date, andthe 2-digit security code. All pats orders are subject to a minimum 
charge and changes for shipping and handling, Order parts by Part Name and 
specify the model and entre serial number vf the firearm for which the parts 
fare being ordered. There isa minimum labor charge plus a shipping and 
handling charge if the parts are factory fitted, Al factory ite parts are it on an 
exchange basis only. We will nt return the replaced parts. Please contact the 
Customer Service Department fr pricing information. 

Barrels, and a number of other component parts must be fited atthe factory 
Company policy isto proot-test and/or function fire all ares after fitting to the 
receivers in which they are tobe used. This procedure ensures maximum 
protection to our customers. The special proo-test ammunition used inthis 
testing is sold only to bonafide firearms manufacturers and is not avilable to 
un shops, gunsmiths or individuals, 

Because the receiver of the RUGER® SCOUT RIFLE is serial numbered 
component, itis defined as a firearm’ by Federal law and isnot sold asa 
separate component. 

*Parts designated by an asterisk must be factory fitted. These parts are ited on 
an exchange basis only. We will not return the replaced parts, We will not return 
any part that is broken, malfunctioning, badly worn or has been modified. See 
‘Warning - Parts Purchasers,” above. 


WARNING: A gun containing broken, malfunctioning, or Badly 
worn parts should not be fired. 
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RUGER*® SCOUT RIFLE 
PARTS LIST 
Design, prices and specifications subject to change without notice. 
SPECIFY MODEL, CALIBER AND SERIAL NO. WHEN ORDERING 
(See Exploded View on Page 38) 


Part Name 
Barrel 

Receiver 

Front Sight Cross Pin 
Front Sight 

Butt Pad Holder 

Butt Plate Screw, 2 Req'd 
Stock Cross Bolt Nut 
Rear Sling Swivel Stud 

Sling Swivel Front Screw 
Recoil Pad Screws, 2 Req'd 
Butt Pad Spacer 

Recoil Pad, Black 

Stock, Black Laminate 

Bolt 

Bolt Stop 

Extractor 

Safety Selector 

Safety Selector Retainer 
Magazine Latch 

lash Suppressor 

Ejector Pivot Pin 

Sear 

Extractor Band 

Safety Selector Detent Spring 


Safety Selector Detent 
Rear Sight Base 

27 Sear Pivot Pin 

28 Ejector 

29 Front Mounting Lug 

30 Stock Cross Bolt 

31 Bolt Stop Plunger Spring Retaining 

82 Bolt Stop Plunger 

33 Bolt Stop Stud Bushing 


PARTS SO MARKED MUST BE FACTORY FIT 


‘The receiver is a serial numbered component and is not sold as a 
separate component, 
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Key No. Part Name 


34 Bolt Stop Screw Stud 
35 Flash Suppressor Washer 
36 Dovetail Slide (Rear Sight) 
37 Rear Sight Windage Screw, 2 Req'd 
38 Rear Sight Aperture 
* 39° Trigger 
40 Ejector Spring 
41 ‘TWigger/Sear Spring 
42 Magazine 
43 Rear Sight Serew 
44 Picatinny Rail Screw, 4 Re 
45 Picatinny Rail 
46 Rear Mounting Screw 
47 Front Mounting Screw 
48 Magazine Latch Pin 
49 Magazine Latch Spring 
50 ‘Trigger Pivot Pin 
51 Firing Pin Spring 
+ 52 FiringPin 
53 ‘TriggerGuard/Magazine Well 
54 Bolt Stop Plunger Spring 
55 Scope Ring, High 
56 Scope Ring, Medium 


+ PARTS SO MARKED MUST BE FACTORY FIT 
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RUGER® SCOUT RIFLE 
EXPLODED VIEW 


THE BASIC RULES OF SAFE FIREARMS HANDLING 


We believe that Americans have a ight to purchase and use firearms for Il 
purposes. The private ownership of firearms in Americas ational, but that 
‘ownership imposes the responsibility on the gun owner to se his firearms ina wey 
\which will ensure his own safety and that of others. When firearms are used ina safe 
and responsible manner, they are a great source uf pleasure and satisfaction, and 
represent a fundamental part of our personal liberty 

Firearms do not cause accidents! Firearms accidents are almost always found to 
have been the result of carelessness or ignorance on the part ofthe shooter ofthe 
tsi rules of safe gun handling. 


‘The following rules must be observed by gun users at all times. Safe gun hanling is 
‘not just desirable, itis absolutely essential to your safety, the set of others, and the 
continuation of gun ownership and sport shooting as we know it today. 

1, LEARN THE MECHANICAL AND HANDLING 
CHARACTERISTICS OF THE FIREARM YOU ARE USING. 


Not all firearms are the same, The method of carrying and handling firearms 

Varies in accordance with the 
‘mechanical provisions for avoiding 
accidental discharge and the various 
proper procedures for loading and 
unloading. No person should handle 
any firearm without first having 


neoEr thoroughly familiarized himself with 
\ ee the particular type of firearm he is 


using and with safe gun handling in 
general 


2, ALWAYS KEEP THE 
MUZZLE POINTED IN A 


SAFE DIRECTION, 


Be sure ofthe bullet stop behind your 
target, even when dry firing. Never let 
the muzzle of firearm point at any 
part of your body or at another person. 
This is particularly important when 
loading or unloading a firearm. In the 
event ofan accidental discharge, no 
injury can occur as longs the muzzle 
is pointing in a safe direction. A safe 
direction means a direction that will 
‘ot permit a dischanged bullet to strike 
a person, of to strike an object from 
Which the bullet may ricochet. 
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A safe direction must take into account the fact that a bullet may 
penetrate a wall, ceiling, loor, window, etc., and strike a person or 
damage property, Make ita habit to know exactly where the muzzle of 
your gun is pointing whenever you handle it, and be sure that you are 
always in contral ofthe direction in which the muzale is pointing, even 
if you fll or stumble. Keep your finger off the trigger until you are ready 
to shoot. 


3. FIREARMS SHOULD BE UNLOADED WHEN NOT IN 
USE. 


Firearms should be loaded only 
‘when you are in the field or on the 
PNET target range or shooting area, 
posmon ready to shoot. Firearms and 

ammunition should be securely 
locked in safes, racks or cabinets, 
or by using the locking device 
supplied with the firearm, when 
not in use. Ammunition should 
safely be stored separate from 
firearms, Store your firearms out 
of sight of visitors and children. It 
is the gun owner's responsibilty to 
be certain that children and 
persons unfamiliar with firearms cannot gain access to firearms, 
ammunition, or components 


4, BE SURE THE BARREL 1S CLEAR OF OBSTRUCTIONS 
BEFORE SHOOTING 


Even a bit of mud, snow or excess 
lubricating oil or grease in the 
bore may cause the barrel to 


bulge, or even burst on firing, and 
‘ean cause serious injury to the 
shooter and bystanders. Be sure 


that you are using ammunition of 


the proper caliber and loading for 
the gun you are using. Ifthe 
report or recoil on firing seems 


\weak, or doesn't seem quite right, 
CEASE FIRING IMMEDIATELY, 
unload your firearm, and check to 
be sure that no obstruction has 
‘become lodged in the barrel. Never try to shoot out an obstruction! 
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5, BE SURE OF YOUR 
TARGET BEFORE YOU 
SHOOT, 

Don't shoot unless you know 
exactly where your bullet is going 
to strike. Be sure of the bullet 
stop behind your target, even 
\when dry-fring with an unloaded 
gun. Ifyou are in the field 
hunting, do not fire ata 
maverent or noise. Take the time 
to be absolutely certain of your 
target before you pull the trigger 


6, WEAR SHOOTING 
GLASSES AND HEARING 
PROTECTION WHEN 
YOU SHOOT. 

All shooters should wear 
protective shooting glasses and \ 
adequate hearing protection 

when shooting. Exposure to 
shooting noise can damage 
hearing, and wearing adequate 
eye protection when shooting is 
essential 


7, NEVER CLIMB A TREE 
OR FENCE WITH A 
LOADED FIREARM. 

Put the firearm down carefully 
before climbing a fence, and 
unload it before climbing or 
descending a tree or jumping over 
a ditch ar other obstruction, Never 
pull or push a loaded firearm 
toward yourself or another person. 
When in doubt, or whenever you 
are about to do anything awkward, 
unload your gun! 


8. DONT SHOOT ATA 
HARD SURFACE OR AT 
WATER. 

Bullets can glance off many 
surfaces like rocks or the surface 
‘of water and travel in 
unpredictable directions with 


considerable velocity. KN 5 


P% LoaveD 9. NEVER TRANSPORT A 
4 ‘Wre 


LOADED FIREARM. 
Firearms should always be 
unloaded before being placed in a 
vehicle. A suitable carrying case 
or scabbard should he used to 
carry an unloaded firearm to and 
from the shooting area. 


10. AVOID ALCOHOLIC 
BEVERAGES WHEN 
SHOOTING. 

Don't drink until the day's 
shooting is over. Handling 
firearms while under the 
influence of aleohal in any form, 
‘or medications that could affect 
your judgment or coordination, 
constitutes a criminal disregard 
for the safety of others, 
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A BRIEF ACCOUNT OF AN EXTRAORDINARY 
ACHIEVEMENT: RUGER" FIREARMS 


‘Sturm, Ruger & Company, Ine., had its beginning in a small machine 
‘hop occupying a rented frame building in Southport, Connecticut. In 
January, 1949, with an initial investment of only $50,000 and an idea, 
William B. Ruger and Alexander M. Sturm started production of a 22 
caliber autoloading pistol-a design which was so successful that it 
became the cornerstone upon which one of the most comprehensive 
lines of sporting firearms ever made in America was established. After 
Alex Sturm’s death in 1951, William B. Ruger continued to direct the 
‘Company until his death in 2002, William B, Ruger, J. continued to 
provide guidance, which helped make this Company a sound and 
successful enterprise, until his retirement in 2006. The Company has 
continued to prosper, under new management and guidance from our 
Board, with new products and fresh perspectives. 


Ruger, in this relatively short time, has established itself asa leading 
small arms design organization, developing a unique and broad line of 
fine quality sporting, military and police firearms to become one of the 
\world’s most famous producers of revolvers pistols, rifles and shotguns. 
Since 1949, Ruger craftsmen have built many millions of firearms. 


During its six decades of growth and progress under the leadership of 
William B. Ruger, the Company developed a business philosophy and 
implemented policies which represent a constructive influence in the life 
‘of modern America, From the beginning, Ruger played a positive role in 
conservation efforts and has supported the interests of shooters through 
such groups as the National Rifle Association, National Shooting Sports. 
Foundation, and many regional sportsmen’s organizations, 


‘The Company has always endeavored to market its firearms for 
constructive and recreational purposes, to emphasize the traditional and 
responsible aspects of shooting, to render meaningful public services, 
and to encourage shooters in constructive, responsible, and safe 
participation in the sh 
Responsible Citizens 


-xemplifies this Company philosophy. 


‘Today, Ruger* is particularly mindful of those elements which have 
contributed to the creation ofits success, and extends heartfelt thanks to 
its many loyal employees and customers, 


‘The firearms catalog, and instruction manuals forall Ruger" firearms, 
‘ean be downloaded from our website at: 


www.ruger.com 


43 


WHY NO WARRANTY CARD HAS BEEN 
PACKED WITH THIS NEW RUGER® FIREARM 


‘The Magnuson-Moss Act (Public Law 93-637) does not require any 
seller or manufacturer of a consumer product to give a written 
‘warranty. It does provide that ifa written warranty is given, it must be 
designated as “limited” or as “full” and sets minimum standards for a 
“full” warranty. Sturm, Ruger & Company, Inc. has elected not to 
provide any written warranty either “limited” or “full, rather than to 
attempt to comply with the provisions of the Magnuson-Moss Act and 
the regulations issued thereunder. There are certain implied warranties 
‘under state law with respect to sales of consumer goods. As the extent 
and interpretation of these implied warranties varies from state to 
State, you should refer to your state statutes. Sturm, Ruger & 
‘Company wishes to assure its customers of its continued interest in 
providing service to owners of Ruger firearms. 


STURM, RUGER & COMPANY, INC. 
411 SUNAPEE STREET 
NEWPORT, NEW HAMPSHIRE 03773 U.S.A. 
WWW.RUGER.COM 
ARMS MAKERS FOR RESPONSIBLE CITIZENS” 
ACOPY OF THE INSTRCTION MANUAL FoR ANY AUGER 


7, OR IT MAY BE 
AT WWW.RUGER.COM, 


‘MUST BE UNDERSTOOD. 
THESE FIREARMS. 
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HAWKEYE* LONG-RANGE TARGET 
BOLT-ACTION RIFLE 


‘The RUGER® HAWKEYE® LONG-RANGE TARGET rifle has the same gener. 
al operational characteristics as the RUGER® SCOUT rill. However, this rifle 
has aditional features as described in thie manual insert, Please refer to the 
enclosed manual for additional information. 


LENGTH OF PULL ADJUSTMENT 


Each RUGER® HAWKEYE® LONG-RANGE TARGET rifle comes fom the 
factory with three 1/2" spacers (one installed on the rille and two packaged sepa 
rately) that allow you to adjust the length of pull from 12-W/4" to 1-1/4 in one 


half-inch increments, As shipped fram the factory with a single spacer installed, 
the length of pl is set at 13-14 


Using the Supplied Spacers To Adjust Length of Pull: 

Simply add or remove spacers, as desired. 

1. Keep the rile pointed ina safe direction! Put the safety selector switch in the 
'SAPE" pesition. (See “Operation of Safety” section in enclosed manual.) 

CHECK 70 BE CERTAIN THAT THE CHAMBER AND MAGAZINE ARE 

EMPTY. Remove the magazine. 

Be certain the bol is fll closed and locked. 

A. Toadd or remove spacers, use the allen wrench supplied with the rifle to 
remove the recoil pa serews affixing the reco pad tothe stock. 
(See Figure 1. Add (hy tacking) or remove spacers to achieve the desired 
Jength of pull. Now reattach the recoil pad by installing the recoil pad serews 
using the allen wrench, Be careful nt to overtighten the screws, which 
should just be snugged in place by turning the screws an additional 1/2 turn 
after the screw makes contact with the recoll pa, 


ADJUSTING THE CHEEK PIECE 


|The cheek piece can be adjusted forward and rearward and up and down. Raise 
the cam lever on the chesk piece to change its postion (see Figure 2), 


NOTE: It may be useful for the length of pull tobe set befre adjusting the 
position of your cheek piece 


2, Ab the same time move the cheek piece up or down tothe desired height 
(See Figure 2.) 


3. Once the desired cheek piece postion is achieve, lock down the cam lever 
(see Figure 


‘The cam lever ean lock ether upward or downward, and should be locked in 
such a manner a to facilitate release a a later time 


A. The cheek piece can be reversed by removing the cheek piece, rotating it 
180", and reinstalling it. (See Figure 5,) 


QUICK DETACH SLING MOUNT 


‘The RUGER® HAWKEYE* LONG-RANGE TARGET rile comes with three 
quick detatch (QD) mounting loations. There is one on the left side ofthe butt 
stock, one on the right sde of the buttstock, and one on the lft side of the 
forend. AQD sling mount (purchased separately) canbe installed by pressing the 
center button on the sling mount (see Figure 6) and inserting tin any ofthe QD 
‘mounting locations on the rifle. (Operation ofthe sling mounts may vary, consult 
the instructions with the sling mount for specific information.) 


‘To remove the QD sling mount, simply press the center button and pull it out af 
the stock, (See Figure 6.) 


Prass 
Button to 
Install & 
Remove 
Sling Mount, 


FLUSH-MOUNTED 
M-LOK® COMPATIBLE RAIL 


‘The RUGER HAWKEYE* LONG-RANGE TARGET rile comes with a QD 
‘mount and P; 

(see Figure 7) using the M-LOK® mounting system, (The QD mount and 
Picatinny rll are included in your ifle bax.) 


QD Mount Attachment: 
‘oattach the QD mount, frst loosen the 
QD mount screw using a 18°Allen 
‘wrench, Set the gap between the mount- | T-nut >] 
ing surface and the T-nut to slightly more 

than the thickness of the handguard 


(approximately 0.125" oF 1/8" 
(ee Pigure 8) 

Gap should be 
[Naw slide the mount into the M-LOK® slightly more 
Slot of your choice Finally tighten the | than thickness 
screw on the QD mount with the L/ of handguarc 
‘Allen wrench (sve Figure 9) ‘swface. 


‘As you tighten the screw, the Tut wil rotate 90 degres into the locked position 
land bridge across the slot, Ifthe Tn als to rotate, you may need to set thes 
larger, ifthe T-nut spins freely, the gap is set too large. The Put must rotate a full 
90 degrees for proper clamping 


‘An internet search of *M-LOK usage tips’ can lead you to a helpful guide by Magoul 


‘The RUGER® HAWKEYE® LONG-RANGE TARGET rifle also includes a sec- 
tion of Picatinny Rail (Mil Spec 1913) that can be installed on the fush-mmounted 
Tower rai for mounting lights, lasers or ather devices. The Peatinny Ral i located 
in the aceessory pack included in your rfl box and can be installed using the 
‘M-Lok* system. The accessory pack also includes 2 conventional sling stud that can 
be installed on the Picatinny Rail and utilized as a mounting point for a bipod, 


tinny Rail Attachment: 
‘To install the sling stud on the Picatinny Rail, fist remove the center screw using 
1/8" Allen wrench, Hold the nut to prevent spinning when removing the serew 
(see Figure 10) Carefully thread the sling stud into the T-nut afew turns. Set the 
sap between the mounting surface and the Tutto slightly more than the thick 
ress of the hanlguard (see Figure 1) 


Figure 10| Figure 11 
Gap should be 

slightly more 
than thicknass 


‘of handguard 
surface. 


aoe 
le ve 


‘To mount the Pialinny Rai to the fash-mounted rail side the mount inta the 
[M-LOK" slat of your choice, Tighten the screw on the Picatinny Rall with the 1 
Allen vrench (see Figure 12). As you tighten the sere, the F-nut wil rotate 90, 
‘degres into the locked postion and bridge across the slot. Ifthe Trt ls to 
rotate, you may need to set the gap larger. Ifthe nut spins frely, the gap is set 
to large. The Tsnut must rotate a fll 8 degress for proper clamping. 


Lastly, tighten and aig the 
sling swivel so that itis per 
pendicular to the harrel 
(See Figure 13.) 


‘Align sling swivel 


MOA RAIL 


‘The RUGER® HAWKEYE® LONG-RANGE TARGET rifle has a 20 MOA, 
Picatinny Rail that is secured with four, #8-40 screws (tightened to approximately 
20 n-th) for increased long-range elevation capabilities overtop the traditional 
patented integral scope mounts that are machined directly on the slid-stel 
receiver (See Figure 14) 


MUZZLE BRAKE SYSTEM 


‘To remove the muzzle brake, lonsen the muzzle brake nut by turning the nut clock- 
\wise using a 7/8” wrench, Once loose, the brake and nut can be removed by turning 
them counterclockwise, To reinstall the muzzle brake system, thread the nut and 
brake clockwise al the way on until they stop (do not tighten). Next, back the brake 
‘out counter-clockwise just enough so that the large sde ports are af the 3:00 and 
9:00 positions. Finally tighten the nut by turning it eounter-clockwise. (Torque the 
nut to 15 ft-lbs) 


TWO-STAGE TRIGGER 
SPECIAL SAFETY NOTE 


The special model you have selected is specifically designe for long-range preci- 
sion target shooting. As such, it demands that you take extra safety precautions. 


The special trigger in the RUGER" HAWKEYE® LONG-RANGE TARGET 
has a two-stage pall, both for safety and precise placement of shots. Initial move 
ment ofthe trigger is relatively slack” until resistance is felt after approximately 
1/8" of travel. Pinal let-of ofthe trigger is then crisp and light. You should prac 
tice “dry-fring” an empty rifle (with it pointing in a safe direction) to eam the 
feel” of the trigger belore ever loading t with ammunition, 


AX WARNING - TARGET TRIGGER 


‘This precision target trigger has been 
careflly adjusted at the factory toa 
minimum safe weight of pul, overtra 
land sear engagement 

Do nat alter any factory setingl You 
can create an unsafe condition and the 
rile may fire unexpectedly 


You should be especially careful to 
keep the safety on at all limes excent 
‘when actually Ging and keen your i 
ger ofl the trigger unless you are 
seeing it to fr, in order fo mini- 
mize the possiblity of accidental dis 
change 


DO NOT TAMPER WITH TRIGGER 
KEEP SAFETY ON UNLESS FIRING 


HAWKEYE* LONG RANGE TARGET 
SUPPLEMENTAL PARTS LIST 


Please refer tothe enclosed instruction manual forall other parts lists 
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and exploded view drawings. 
Part Name 
Receiver 
Bolt 
Picatinny Rail 
ALStyle Magazin 
Stock 
‘Trigger 
‘Magazine Latch Lever 
Cam Lever 
Cam Rod 
Floor Plate Hinge 
But Plate 
Recail Pad 
‘rack Insert, 2 Reqd 
Cheek Comb 
Washer, 2 Regd 
Mazale Brake Nut 
Muse Brake 
Barrel 
QD Nut, 3 Rea’ 
‘Trigger Guard 
Rail 
Cross Bolt, 3 Re 
Magazine Well 
Picatinny Rail Sere 4 Regd 
Guide Track, 2 Regd 
‘Magazine Latch Lever Spring 
Stock Cross Bolt Nut, 2 Rea'd 
Cross Bolt Set Screw 
Rail Screw, 5 Regd 
rant Mount Serew 
Rear Mounting Serew 
Sling Swivel Stud 
Detent Nut 
Spring 
Spacer 
Screw; Wood, 2 Req'd 
Receil Pad Screw, 2 Req'd 
‘Magazine Latch Pin 


, Sd 


© PARTS SO MARKED MUST BE FACTORY FIT 


+ The receiver isa serial numbered component and is not sold as a 
separate component, 
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NOTES 


STURM, RUGER & COMPANY, INC. 
411 SUNAPEE STREET 
NEWPORT, NEW HAMPSHIRE 03773 U.S.A. 
WWW.RUGER.COM 


ARMS MAKERS FOR RESPONSIBLE CITIZENS” 


A COPY OF THE INSTRUCTION MANUAL FOR ANY RUGER®™ 
FIREARM IS AVAILABLE FROM THE FACTORY FREE ON REQUEST, OR IT MAY BE 
DOWNLOADED FROM OUR WEBSITE AT WWWRUGER.COM. 

THESE INSTRUCTION MANUALS CONTAIN IMPORTANT 
WARNINGS WHICH MUST BE UNDERSTOOD 
‘BEFORE USING THESE FIREARMS, 


Paes 


RUGER® 
HAWKEYE" LONG-RANGE HUNTER 
BOLT-ACTION RIFLE 


‘The RUGER® HAWKEYE® LONG-RANGE HUNTER LRH") rifle, in 65 PRC 
and 6.5 Creedmoor calibers, has the same general operational characteristics asthe 
RUGER® SCOUT rifle. Hovsever, this rifle has additional features ax described in 
this manual insert. Please refer tothe enclosed Scout Rifle manual for additional in- 
formation and important warnings 


LENGTH OF PULL ADJUSTMENT 


Bach RUGER® HAWKEYE® LRH comes from the factory with three 12” stack 
spacers (one installed on the rifle and two packaged separately) that allow you to 
aujust the length of pull fom 12/4" to 1-1/4" Ae shippo rom the factory vith 
Single spacer installed, the length of pull i set at 13-1 

Using the Supplied Spacers To Adjust Length of Pul 
Simply add or remove spacers, 35 desired 


1. Keep the rile pointed in a sae direction! Put the safety selector switch in the 
‘LOAD-UNLOAD" postion. (See “Operation of Safety” section in enclosed 

manual, 

‘CHECK TO BE CERTAIN THAT THE CHAMBER AND MAGAZINE ARE EMPTY, 

Remove the magazine 

4. Be certain the bot is fully closed and locked. Pu the safety selector sitchin 
the "SAFE" position 

4. Toad or remove spacers, use the allen wrench supplied withthe rifle to remove 
the recoil pad screws affixing the recoil pad to the stock, (See Figure 1). Add (by 
stacking) or remove spacers to achieve the desired length of pull, Reattach the 
recoil pad by installing the recoil pad screws using the allen wrench. Be careful 
‘ot to overtghlen the screws, which should be srugged in place by turning the 
screws an additional 1/2 turmafler the serew makes contact with the recall pad, 


Figo T 


— 
— 


MOA RAIL 


‘The RUGER® HAWKEYE" LRH features 20 MOA Picatinny rail that is secured 
tothe receiver by four, #8-40 screws (tightened to approximately 20 in-lbs) for 
increased long-range elevation capabilities. The traditional patented integral scope 
‘mounts are also machined directly an the soid-stee receiver. (See Figure 2) 


NOTE: This rifle isnot equipped with ion sights 


MUZZLE BRAKE 


‘The Ruger® Muzzle Brake is designed to reduce recoil and muzzle rise for 
improved control and quicker fllow up shots. Machined from steel this muzzle 
brake fits 5/8"-24 muzzle threads, The included muzzle eap maybe used if the 
brake is not desired. The muzzle cap shouldbe lightened to 20 f-bs when 
installed. 


Before swapping the muzzle brake and muzzle cap, point the rif in a sae 
direction and ensure all ammunition is removed fram the chamber and magazine. 
‘When reinstalling, the muzzle brake i attached using standard right-hand 
threads, and shouldbe tightened to 20 fb 


HAWKEYE* LONG RANGE HUNTER 
SUPPLEMENTAL PARTS LIST 


Please refer tothe enclosed instruction manual forall ther parts lists and 


exploded view drawings. 


Part Name 

Receiver 

Bolt 

Picatinny Rail 

ALStyle Magazine, 5-rd 

Stock 

Trigger 

Magazine Latch Lever 

Mounting Bracket 

Bult Plate 

Recoil Pad 

Muze Brake 

Barrel 

Cross Bolt, 2 Regd 

‘Magazine Well rigger Guard 

Picatinny Rail Serew, Long, 3 Reqd 
atin Kail Serew, Short, 1 Req'd 

Magazine Latch Lever Spring 

Front Mounting Serew 

Rear Mounting Serew 

Sling Swivel Stud 

Sling Swivel Bolt 

Sling Swivel Nut 

Spacer 

Screws, Wood, 2 Rea'd 

Receil Pad Screw, 2 Regd 

Magazine Latch Pin 

Cross Bolt Nut, 2 Req'd 


© PARTS SO MARKED MUST BE PACTORY FIT 


+ The receiver isa serial numbered component and isnot sold as a 


separate component, 
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